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	Potash (Saskatchewan) Program – Rail Safety
Appendix D




	ESTERHAZY

	Loadout – K1 – Cleaning Railway Tracks Procedure
Loadout – K1 – Collecting Railcars Procedure
Loadout – K1 – Kicking Out Railcars Procedure
Loadout – K1 – Leaking Railcar Procedure
Loadout – K1 – Offloading Railcar Procedure
Loadout – K1 – Opening Railcar Lids
Loadout – K1 – Positioning Emptied Reagent Oil Car for Pickup
Loadout – K1 – Trackmobile Screw Compressor Operating Procedure
Loadout – K2 – Railcar Product Sampling Procedure
Loadout – K2 – Railcar Air Hose Connection Procedure
Loadout – K2 – Railcar Braking Procedure
Loadout – K2 – Railcar Movement Procedure
Loadout – K2 – Door Demon Rail Car Gate Opener Procedure
Loadout – All Surface – Railcar Safety Seal Handling Procedure
Loadout – K2 – Railway Safety Manual
K2 Loadout III Operator Manual
Loadout – K2 – Operator IV Manual
Loadout I and II K2 Surface Operator Manual
Loadout IA – K1 Operator Manual
Loadout II – K1 Operator Manual
Loadout III K1 Surface Operator Manual
Shuttlewagon – K2 – Rail Car Mover Operating Manual
Titan Trackmobile K1 Surface Operator Manual



	BELLE PLAINE

	Safety Manual – Section 23 – Loadout Safety
Loadout – Cleaning out Rail Cars
Loadout – Loading Railcars
Loadout – Moving Rail Cars to Switches With Shuttle Wagon
Loadout – Moving Railcars in the Loadout Building with Shuttle Wagon
Loadout – Moving Railcars with Carhaul
Loadout – Pulling Railcars With A Front End Loader – Track 2
Loadout – Tying Railcar Hoses
Loadout Manual
Loadout Manual Section 11 – Loadout Rail Safety

	COLONSAY

	Mosaic Colonsay Loadout Yard Switching Procedure
Production – Rail Yard Permission Form
Safety – Pre Use Checklist – Trackmobile
Car Switcher and Loader Training Manual
Loadout Rail Stop Procedure
Loadout Trackmobile Brake Test







Potash (Saskatchewan) Program – Rail Safety                             Rev#0		Page 1 of 1
Appendix D – Site Procedure Index		Effective Date: 05/15/2024


image2.jpeg
Mosaic




